THREADED HOLE IN SENSOR

END FOR ROLLER ATTACHMENT.

VARIETY OF ROLLERS
AVAILABLE. U—-/V— GROOVE
AND WEB/FILM/TAPE

CYLINDRICAL..

2.428 *

"' 1.250 a‘
— 219

SENSOR
DIRECTION
OF FORCE:
UP OR DOWN
(DOWN STD)

SLOTTED MOUNTING
HOLES FOR 1/4”

/ BOLTS

GREEN: E+

RED: S-—

SHIELD: GROUND

3.469

I
1.688 [
|

1.234

SENSOR COVER
BLACK HARD
ANODIZED
ALUMINUM

WHITE: S+ 10FT. 4 COND. 30 AWG SHIELDED
PTFE INSULATED CABLE TO

INTERFACE WITH SIGNAL CONDITIONER/
BLACK: E- INDICATOR

XCANTILEVER
MOUNTING BASE
BLACK HARD
ANODIZED ALUMINUM

TENSION RANGES TO 6000 GRAMS

WRAP ANGLE DEPENDENT

Tension Measurement,inc

FRONT CANTILEVER MOUNT

TENSION SENSOR

TOLERANCES UNLESS ] _
oTHERWISE speciFiep: | SCALE: 1 = 1

Colorado, USA e Tension-Measurement.com PART

TEL. (303) 465-1011 ® FAX (303) 466-9761

MATERIAL:

NO: MPC—F—-SERIES | ALUMINUM

U.S.0.
} pg S8 som, |DATE: 2-1996

3 PLC. DEC. = .005 .
ANGULAR + 30” BY: T™I




